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- pine planks 23 mm
- spruce counter laths 40 mm
- spruce laths 40 mm
- hydroisolation 2 x 3,5 mm
- waterproof playwood 18 mm
- heat rockwool insulation 250 mm
- vapor barrier 3 mm
- cross-laminated timber 90 mm
- load bearing timber beam

- pine planks 23 mm
- counter sruce laths 40 mm
- vertical spruce laths 80 mm
- vapoor barrier 3 mm
- heat rockwoll insulation 150 mm
- heat rockwool insulation 210 mm
- crosslaminated timber 90 mm
- insulation + vertical laths 40 mm
- plasterboard

pine planks 23 mm -
counter sruce laths 40 mm -
vertical spruce laths 80 mm -
vapoor barrier 3 mm -
heat rockwoll insulation 150 mm -
heat rockwool insulation 210 mm -
cross-laminated timber 90 mm -

pine planks 23 mm -
counter sruce laths 40 mm -
spruce laths 40 mm -
hydroisolation 2 x 3,5 mm -
heat rockwoll insulation 90 mm -
waterproof playwood 15 mm -
heat rockwool insulation 200 mm -
vapoor barrier 3 mm -
cross laminated timber 90 mm -

- wooden friezes 10 mm
- concrete screed 40 mm
- separation folie 3 mm
- footfall sound insulation 30 mm
- liapor embankment 50 mm
- prefabricated floor panel 3 mm
- spruce laths 80 mm
- counter spruce laths 40 mm
- pine planks 23 mm

wooden friezes 10 mm -
concrete screed 40 mm -
separation folie 3 mm -
footfall sound insulation 30 mm -
liapor embankment 50 mm -
prefabricated floor panel 3 mm -
alu - hangers 90 mm -
insulation 40 mm -
aluminium c-profile 30 mm -
spruce playwood 15 mm -

wooden friezes 10 mm -
concrete screed 60 mm -
footfall sound insulation 30 mm -
heat insulation 30 mm -
hydroisolation 3,5 mm -
concrete slab 200 mm -
heat insulation XPS 100 mm -
gravel backfill 100 mm -
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